emstrcz

bl ONR]1I LINAYeafz2g0é


http://zemstr.cz/

Press on Solid Tires
Press on Solid Tires consist of a cylindrical or conical
steel band on which rubber is cured Suitable for where
a high load rating with minimum dimensions and low
rolling resistance are required

Press on Solid Tire - CTS860, CTS870

Tire Size MAX LOAD(kg)
Counterbalanced Lift Truck Other
ik s 10km/h 16km/h Industrial
18km/h
LOAD  ROTATION LOAD  ROTATION
161/4x6%101/4 413x152%285.8 2421 2149 2326 2149 1782
161/4x7x101/4 413x178%285.8 2924 2598 2788 2584 2176
18x5x121/8 457x127%308 2081 1850 1986 1836 1591
18x6x121/8 457x152%308 2652 2366 2530 2339 2040
18x7x121/8 457x178%308 3223 2870 3087 2856 2475
18x8x121/8 457x203x308 3794 3373 3631 3359 2924
18x9x121/8 457x%229%308 4372 3890 4175 3862 3358
20x8x16 508x203x406.4 3794 3373 3631 3359 2924
21x6%15 533%152x381 2987 2667 2858 2644 2301
21x7x15 533x178x381 3631 3237 3468 3210 2788
21x8x15 533x203x381 4270 3801 4080 3781 3291
21x9x15 533%229x381 4923 4379 4706 4352 3794
22x8x16 559x%203x%406.4 4434 3944 4230 3917 3407
22x9%x16 559x229x406.4 5100 4542 4882 4515 3930
22x10%x16 559%254x406.4 5780 5141 5522 5114 4447
22x12x16 559x305%406.4 7120 6338 6800 6297 5481
28x10x22 711x254x558.8 6922 6161 6610 6120 5318
28x12x22 711x305%558.8 8527 7589 8146 7548 6562

36x16%30 915x406x762 14198 12634 13559 12553 10921




Agricultural Drive Wheel Tires - CTR-1B/CTR-1C/CTR-1D/CTR-1E
Herringbone pattern provide good traction and control property,
good wear and puncture resistance, good self-cleaning property.

New Inflated Tread

Max Load Inflated
Size Rlys - Rim Section  Overall Depth (kgs) Pressure
Width Diameter (mm) (Kpa)
550-17 6 4.00E 138 750 22 400 280
6.00-12 6 4.50E 165 640 20 405 250
6.00-16 6 4.50E 165 745 30 495 250
6.50-16 6 5.00F 180 765 24 565 250
750-16 6 5.50F 205 810 28 650 210
10-15 8 9 264 760 22 1330 310
: 750-18 6 5.50F 205 860 14 280 810
m 750-18 8 5.50F 205 860 14 310 860
750-20 6 5.50F 205 910 24 760 210
= 8.3-20 6 W7 210 895 28 695 240
e——
8.3-24 6 W7 210 995 28 715 240
ﬂ 9.5-20 6 ws 240 950 25 810 210
9.5-20 8 W8 240 950 25 955 280
9.5-24 6 ws 240 1050 30 825 210
1224 6 W10 285 1105 33 1045 180
11.2-24 8 W10 285 1105 33 1225 240
12424 6 Wi 315 1160 34 1200 170
12.4-24 8 Wi 315 1160 34 1415 230
14.9-24 6 w13 378 1265 34 1200 170
14924 8 W13 378 1265 34 1415 230
14924 6 W13 378 1265 26 1510 140
13.6-24 6 W12 345 1210 35 1340 160
136-24 8 W12 345 1210 35 1545 200
15-24 10 DW14 410 1330 38 2800 280




Agricultural Drive Wheel Tires CTR-1B/CTR-1C/CTR-1D/CTR-1E
Herringbone pattern provide good traction and

control property, good wear and puncture

resistance, good self-cleaning property.

New Inflated Tread Inflated
Size Ply Rim Section  Overall Depth MaxLoad o ocsure

Width  Diameter  (mm) (kgs) (Kpa)
16.9-24 8 Wi1sL 430 1335 37 170 2040
16.9-24 10 Wi1sL 430 1335 37 200 2230
16.9-24 12 W15L 430 1335 37 230 2420
12.4-26 6 W11 315 1210 1235 170
14.9-26 8 w13 378 1315 36 1820 180
14.9-26 10 w13 378 1315 36 2055 230
18.4-26 8 DW16 467 1450 37 2305 1135
18.4-26 10 DW16 467 1450 37 2645 180
18.4-26 12 DW16 487 1450 37 2985 230
23.1-26 10 DW20 587 1605 40 3245 140
23.1-26 12 Dw2o 587 1605 40 3655 170
11.2-28 8 w10 285 1205 35 1115 180
11.2-28 10 w10 285 1205 35 1330 240
12.4-28 6 W11 215 1260 34 1120 170
13.6-28 8 wi2 345 1310 35 1645 200
13.6-28 10 wi2 345 1310 35 1910 250
13.6-38 8 wi2 345 1565 35 1910 200
13.6-38 10 w12 345 1565 35 2215 250
14.9-30 8 Wi3 378 1415 38 1940 180
14.9-30 10 w13 378 1415 38 2180 230
15.5-38 8 wi4L 385 1570 37 2060 180
15.5-38 10 W14L 395 1570 37 2480 210
16.9-28 8 Wi15L 430 1435 37

16.9-30 8 Wi1sL 430 1485 37 2245 170







